[2 prevost

Compressed Air Expert

BOMBAS DE ENGRASE NEUMATICAS

Opciones
»
»
40
Presiéon max. de utilizacion Presion de salida min/max
3/7 bar 174 / 406 BAR
Referencia Rosca caneEl (a At Compatibilidad Peso neto (Kg)
1. EPG CV20 G1/4 1 EPG KR20 1.165
1. EPG CV30 G1/4 1 EPG KR30 1.465
1. EPG CV60 G1/4 1 EPG KR60 2.005
1. EPG CV65 G1/4 1 2,345
2. EPG MB20 G1/4 1 0.767
2. EPG MB30 G1/4 1 EPG KR30 0.822
2. EPG MB34 G1/4 1 EPG KR30; EPG KR60 0.915
2. EPG MB60 G1/4 1 EPG KR60 1.409
2. EPG MB65 G1/4 1 1,58
3. EPG TC414 G1/4 1 EPG KR20 1.286
3. EPG TC614 G1/4 1 SR GATIERE NG BAE 1.779
KR60
DGO 0620GR; DMO 0610GR;
3. EPG TC214 G1/4 1 DMO 0615GR 0,823
EPG RT14 Gi/4 1 EPG KR20; EPG KR30; EPG 0112
KR60
4. EPG SW14 G1/4 1 0.332
EPG PG G1/4 1 EPG KR20 0.264
5. EPG VS30 G1/4 1 0.268
6. EPG CA20 G1/4 1 5,34
6. EPG CAN6O G1/4 1 8.600
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