
Teflon-coated thread

74 Brookfield Oaks Drive, Suite 3 - GREENVILLE, SC 29607 - USA�
Tel.: (800) 845-7220 - sales.corp@prevostusa.com - www.prevostusa.com1

Part number Male thread Net weight� (Kg�) Dim. A� (inch�) Dim. B� (inch�) Dim. C� (inch�) Dim. D� (inch�)
RPD MR0400 R1/8 0.006 0.83 0.45 0.39 0.53
RPD MR0401 R1/4 0.012 0.79 0.63 0.55 0.43
RPD MR0600 R1/8 0.007 0.87 0.55 0.47 0.57
RPD MR0601 R1/4 0.010 0.83 0.63 0.55 0.47
RPD MR0602 R3/8 0,02 0.91 0.77 0.67 0.47
RPD MR0603 R1/2 0,039 1 0.94 0.83 0.49
RPD MR0800 R1/8 0.012 1.06 0.63 0.55 0.77
RPD MR0801 R1/4 0.011 0.94 0.63 0.55 0.59
RPD MR0802 R3/8 0.018 0.96 0.77 0.67 0.53
RPD MR0803 R1/2 0.036 1.02 0.94 0.83 0.51
RPD MR1000 R1/8 0.017 1.1 0.77 0.67 0.81
RPD MR1001 R1/4 0.018 1.14 0.77 0.67 0.79
RPD MR1002 R3/8 0.019 1.06 0.77 0.67 0.63
RPD MR1003 R1/2 0.033 1.02 0.94 0.83 0.51
RPD MR1201 R1/4 0.024 1.3 0.87 0.75 0.94
RPD MR1202 R3/8 0,022 1.16 0.87 0.75 0.73
RPD MR1203 R1/2 0.017 1.08 0.94 0.83 0.31
RPD MR1402 R3/8 0.029 1.3 0.98 0.87 0.87
RPD MR1403 R1/2 0.031 1.23 0.98 0.87 0.72
RPD MR1602 R3/8 0.036 1.38 1.08 0.94 0.94
RPD MR1603 R1/2 0.038 1.3 1.08 0.94 0.79
RPD MR1820 NPT1/8 0.008
RPD MR2121 NPT1/4 0.035
RPD MR2122 NPT3/8 0.033
RPD MR2123 NPT1/2 0.035
RPD MR3120 NPT1/8 0.011 0,83 0,31 1675,28 0,63 12,8
RPD MR3121 NPT1/4 0.014 0,85 0,43 1677,72 0,63 12,8
RPD MR3122 NPT3/8 0.080 0,94 0,47 1680,12 0,63 12,8
RPD MR3820 NPT1/8 0.019 1,15 0,31 1680,12 0,76 16,8
RPD MR3821 NPT1/4 0.021 1,22 0,43 1680,12 0,76 16,8

Male connector - BSPT - NPT - RPD MR

Min/max operating pressure Temperature min/max

0� / 145� psi 32� / 140� °F

0� / 150� psi

CONEX PUSH-TO-CONNECT FITTINGS;CONEX PUSH-TO 
CONNECT FITTINGS


