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Compressed Air Expert

CONEX PUSH-TO-CONNECT FITTINGS;CONEX PUSH-TO
CONNECT FITTINGS

Female bulkhead connector - Metric
tube to female BSPP / M5 - RPD TG
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Min/max operating pressure Temperature min/max
0/145 psi 32/140 °F
Part number Female thread Net weight (Kg) Dim. A (inch) Dim. B (inch) Dim. C (inch) Dim. D (inch) Dim. E (inch)

RPD TG04M5 M5 0,016 0.87 0.65 0.55 0.59 10
RPD TG0400 G1/8 0,016 0.96 0.65 0.55 0.61 10
RPD TG0401 G1/4 0,019 1.02 0.79 0.67 0.67 10
RPD TGO6M5 M5 0,02 0.91 0.65 0.55 0.63 12.8
RPD TG0600 G1/8 0,026 1.06 0.79 0.67 0.73 12.8
RPD TG0601 G1/4 0,025 1.1 0.79 0.67 0.73 12.8
RPD TG0602 G3/8 0,026 1.16 0.87 0.75 0.77 12.8
RPD TG0603 G1/2 0,037 1.22 1.1 0.94 0.75 12.8
RPD TG0800 G1/8 0,03 1.04 0.79 0.67 0.69 13.8
RPD TG0801 G1/4 0,026 1.1 0.79 0.67 0.73 13.8
RPD TG0802 G3/8 0,027 1.14 0.87 0.75 0.75 13.8
RPD TG0803 G1/2 0,036 1.24 1.1 0.94 0.77 13.8
RPD TG1000 G1/8 0,048 1.16 0.96 0.83 0.83 16.8
RPD TG1001 G1/4 0,047 1.16 0.96 0.83 0.79 16.8
RPD TG1002 G3/8 0,044 1.24 0.96 0.83 0.85 16.8
RPD TG1003 G1/2 0,046 1.24 1.1 0.94 0.77 16.8
RPD TG1201 G1/4 0,062 1.26 1.1 0.94 0.89 19.8
RPD TG1202 G3/8 0,06 1.3 1.1 0.94 0.91 19.8
RPD TG1203 G1/2 0,05 1.3 1.1 0.94 0.83 19.8
RPD TG1402 G3/8 0,073 1.28 1.1 0.94 0.89 22.7
RPD TG1403 G1/2 0,068 1.36 1.1 0.94 0.89 22.7
RPD TG1602 G3/8 0,065 1.27 1.1 0.94 0.88 23.8
RPD TG1603 G1/2 0,064 1.35 1.1 0.94 0.88 23.8
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