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Designed in black cataphoretic-treated aluminum, 
the equal tee ensures rapid installation, optimal 
reliability, and high resistance in industrial 
environments. 

Part number Net weight� (Kg�)
PPS SQBTE25 0.149

COMPACT AND LIGHTWEIGHT 
THANKS TO ITS MATERIAL 
(ALUMINIUM) , AND EASY TO 
ASSEMBLE �

Transmission of always clean and high-quality 
air�

ALUMINUM OFFERS EXCELLENT 
MECHANICAL RESISTANCE TO 
PRESSURE AND IMPACTS.�

100% aluminium 
Ergonomics of workstations 
Space saving 
Modularity 
Quality & Safety 
Watertightness guaranteed 
User comfort�

IT IS AN IDEAL SOLUTION DESIGNED 
TO MEET THE RIGOROUS DEMANDS 
OF MODERN INDUSTRY, ENSURING 
RELIABLE AND EFFICIENT 
OPERATION ACROSS DIVERSE 
SECTORS.�

The PPS SQ solution offers modular and 
scalable configurations, specific for end-uses 
of a piping network ,where in most cases it is 
necessary to fit to different work stations

PPS SQBTE - Aluminum tee for square profile

Max. operating pressure Temperature min/max

232� psi -4� / 176� °F

PPS SQ SYSTEM 100% ALUMINUM NETWORK


